
If you’re looking for a partner with the tools and experience to 
help you run better and manage smarter, contact us today at 
1-800-235-7200 or visit us at raymondcorp.com.

Designed specifically for outdoor applications, 
Raymond’s 4800 Sit-Down Counterbalanced Truck 
offers a more reliable, comfortable, and sustainable 
alternative to propane, gas or diesel-powered forklifts.
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WORK MORE COMFORTABLY AND 
CONFIDENTLY WITH RAYMOND ELECTRIC 
PNEUMATIC INDOOR/OUTDOOR FORKLIFTS.

All-weather protection safeguards components 
against rain, moisture, and other elements.

Ergonomically designed cab keeps operators 
comfortable and productive with temperature 
controls, a fully adjustable seat, tilt steering 
wheel, and easily accessible fingertip controls.

Industry-leading gradeability delivers 
unmatched performance on ramps.

Open view mast offers unmatched operator 
visibility during travel and load handling.

Performance Stability System™ helps minimize 
damage to goods and facilities with automatic 
turn speed control, active mast control, and 
active rear axle swing lock. 

Zero emissions and reduced fuel and 
maintenance costs with a powerful, 
rechargeable 80V battery, no spark plugs, and no 
required oil changes or tune-ups.

For more information on how the all-weather 4800 Electric Forklift could replace your propane, gas or diesel-powered 
fleet, please contact your local Raymond Solutions and Support Center.

RAYMOND®  
4800 SIT-DOWN 
COUNTERBALANCED  
TRUCK

SPECIFICATIONS

CAPACITY RANGE: 4,000-7,000 lbs

GRADEABILITY*: 5-Minute Ratings 29% (unloaded) 
20-31% (loaded)***

TIRES: Solid Pneumatic

BATTERY: 80 Volts

TRAVEL SPEED**: 11.8 mph (loaded)* 
12.4 mph (unloaded)*

LIFT SPEED**: 72.8-96.5 fpm (loaded)*** 
108-124 fpm (unloaded)***

*computed values
**values indicated reflect speeds in H Mode
***ratings are model/capacity dependent


